2x BLOCKING @ EACH
FASTEN PANEL TO TOP AND WORKSTATION FOR ATTACHMENT
FLOOR W/(6) FURNITURE OF OWNER'S KEYBOARD TRAYS.
ANGLES EACH SIDE COORDINATE SIZE & LOCATION.

PROVIDE JOINTS IN
. TOP ONLY BETWEEN
3/4" B-C EXT GRADE WORKSTATIONS. USE
FR PLYWOOD TOP (3) ROCKLER #27037
W/LAMINATE SURFACE TITE JOINT FASTENERS
OR EQUIVALENT

3/4” T&G FRT B-C EXT
GRADE PLYWOOD FLOOR.
LOCATE ALL JOINTS OVER
JOISTS OR PROVIDE
BLOCKING. SCREW AND
GLUE TO JOISTS. SCREWS

ARE #8 @ 8" 0.C. —\ 1x3 OAK EDGE

L 30" L STRIP EA SIDE
A\ A
2 m —1{* _ CONT 2x2 EDGE
| BLOCKING EA SIDE.
| GLUE AND SCREW.
\ §§E1OPESR & N N | ELECTRIC: POWER
S| | EDGE STIFFENER-H Al OUTLET. SEE PLAN.
i Ry
4" RESILIENT i . T— COUNTER FACING
BASE—_ || pil | SYSTEM, SEE
' | KEYNOTE
CARPET — S @
= | L = »
~ et ,— 4” RESILIENT BASE
i @x 16" 0.0 FLOORING: SEE
BT 24 SILL WITH - \ o KSECTION 09650 FOR
1/4% ANCHORS © < EE | = BASE BID & ALT.
32" 00—~ 2x10 FRT BAND
ELECTRIC: BOARD PT 2x6 SILL WITH
LEGRAND WIREMOLD 5400 SERIES 1/4" ANCHORS @
MNONMETALIC RACEWAY — 2 32" 0.C.

COMPARTMENT SYSTEM. PROVIDE (4)
DATA DEVICES PER WORKSTATION WITH
HOMERUN CAT 5 CABLE TO DATA RACK.

(A\MAIN COUNTER SECTION
w 3/4” = 1'-0
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| ~— ACCESSIBILITY
— CLEARANCE PROFILE

[+*REFER TO A1/A—1 FOR NOTES|

/A\LOW COUNTER SECTION
&7+




COUNTER
FACING SYSTEM

2x6 NAILER AT

COUNTERTOP 1/2” GWB TYPE X
SUPPORTS EACH SIDE
;! ———— 2x4 l-'”R STUDS
. . @ 16" 0.C.
NOTCH SUPPORTS FOR CONT —
WIREWAY

2x2 FR INTERMEDIATE BLOCKING
2x4 FR NAILER ALL 4 EDGES

3/8" B—C EXT GRADE FR PLYWOOD
FACES W/LAMINATE FINISH

1'=11 3/4"

1x3 RED OAK TRIM
W/EASED EDGES

(cN\SUPPORT PLAN DETAIL
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