PROVIDE ESCUTCHEON
PLATE WITH SEALANT OR
MASTIC BELOW AT POST
BASE TO PREVENT WATER
PENETRATION
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LOCATION @ WALK — SEE SHEET

RAILING LOCATION @ EMBANKMENTS

1 1/2" DIA. GALV PIPE GUARDRAIL AND AND
,/ POSTS WITH 1/2" DIA. PICKETS AT 4" O.C.

MAX. (05520).

CORE DRILL WALK OR CAPSTONE
FOR POSTS

INSTALL POST THROUGH BLOCK,
REMOVE WEBS OF BLOCK AS
NECESSARY

1ol —MODULAR RETAINING WALL, GROUT
! TOP (3) BLOCKS AT POST, TYP.
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SPACING AND WIDTH PER MANUF.
INSTRUCTIONS

4" PERFORATED FLEXIBLE PIPE
RUN TO CATCH BASIN
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RETAINING WALL BASIS OF DESIGN:

ALLEN BLOCK CORP., AB CLASSIC BLOCK SIZE,
REFER TO MANUF. STANDARDS FOR INSTALLATION.
KEEP WALL TO A MIN. IN LENGTH AND HEIGHT TO

ACHEIVE GRADES.

FIELD VERIFY EXISTING GRADES.

STEP BASE COURSE PER MANUF. STANDARDS FOR

INSTALLATION.

SECTION DETAIL

(e2> MODULAR RETAINING WALL

| M 1/2"=1'-0"
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